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120 amp split charge system (T4) 

 
CAUTION:   Batteries can supply massive currents which 
can cause fire or explosion. Always take extra care when 
routing cables to avoid the possibility of damage. Never use 
naked flames or smoke near to batteries. 

 
The kit is pre-assembled for you to see how everything fits together. Before dismantling 
to install have a good look at it. These instructions are for fitting to twin batteries under 
the bonnet.  
 
Begin by mounting the relay on the bulkhead next to your batteries. 
Next connect red cable lug 1 to the van battery + positive terminal using one of the short 6 mm bolts 
provided.. Connect cable lug 2 to a fuse carrier. Connect cable lug 3 to the other end of this fuse carrier 
and lug 4 to terminal 87 on the relay. 
 
Do NOT insert the strip fuse at this stage. 
 
Next, connect the red cable lug 5 to terminal 30 of the relay, lug 6 to a fuse carrier. To the other end of 
this fuse carrier attach lug 7 and place the battery connector on the + positive terminal of your leisure 
battery. Do NOT insert strip fuse at this stage. 
 
Connect the thin brown wire to terminal 86 of the relay and to a battery negative terminal. 
 
Connect the black negative cable to your leisure battery and to the van battery. 
 
You can now insert the 100 amp strip fuses. 
 

 
For connection to 12 VMS 

 
Run the long red cable from the VMS to the battery area through the grommet to the left of the batteries. 
 
Connect the lug number 10 to the fuse carrier attached to lug number 9. 
 
 

If you have any difficulty please phone Martyn on 07971 165747. 
 
 
travelvolts.com accepts no liability for injury or damage caused by the incorrect fitment or use 

of this product 


