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Mains Hook-up kit for T6

WARNING: This item uses 240 volts AC. If you are unsure of your
skills when fitting please get the installation checked by a competent person

before using.

Begin by removing dash end panel. Remove glove box. 3 screws along bottom edge. 4 
screws along top edge inside glove box. Remove fuse box cover. 

  

Find the grommet behind the sound deadening material on the 
wheel arch. If this grommet is already in use there is another just 
below it. You will have to lift the sound deadening to access it.

Remove the grommet and pierce the centre to allow passage of 
the Arctic flex supplied with the kit.

Refit the grommet and pass about 0.75 metre of cable through it. 

Retrieve cable from behind battery.



Pierce the rubber gland in the AC inlet and insert cable.
Connect the cable to the AC inlet, Brown is LIVE,  Blue is NEUTRAL and the Green / Yellow is
EARTH.
Mount the AC inlet as shown in the photo using the supplied nuts and bolts.

 
 Now route the cable to the black plastic cable tunnel at the bottom of the gear stick housing.
The next part is much easier if you remove the 4 nuts securing each seat base (or at least the
drivers seat) and tip them back so that you can lift the rubber floor mat.

Run the cable through the tunnel and follow the existing wiring to the area under the seat 
where you will mount the RCD. Connect the cable to the RCD using some more orange 
bootlace ferules. Live to L, and neutral to N, the earth goes to the earth busbar. 
You can connect a mains battery charger or fridge to the 5 amp MCB and 13 amp sockets to 
the 10 amp MCB again using appropriate sized bootlace ferrules.
The single green /yellow wire is the earth bond and should be connected to the earth point 
under the seat base (through existing hole in rubber mat). 



   

To run wiring from here into back of van remove B pillar trim and seat belt mechanism. Look 
into the cavity where you have removed the seat belt from and you will see a rolled edge hole 
in the inner skin at the bottom. To get your wiring through to this hole you will need to drill 15 
mm holes to the left of where the seat belt mounts and fit the supplied grommets. Follow seat 
belt wiring to this point.

travelvolts.net accepts no liability for damage or injury caused by the incorrect fitment or use

of this product.                             


